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October 4, 2000 

Hon. Commissioner of Patents 

and Trademarks 
Washington, D.C. 20231 
U. S. A. 

Sir: 

PRELIMINARY AMENDMENT 

This is a preliminary amendment to the reissue application of U.S. Patent 5,818,839. 

Please amend the specification by correcting the paragraph beginning at column 2 line 46 and 

continuing to column 3 line 2 as follows: 

The basic concept of calendar-based scheduling is illustrated in FIG. 1. Calendar 
scheduling is used in ATM applications to decide when to transmit a cell from a given 
connection. This scheduling is directly appUcable to a shaping function. Time is 
generally referenced in cell times where one cell time is the time from when the first bit 
of one cell passes a reference point until the time when the first bit of the next cell passes 
the reference point. As an example, one cell time on an OC3 link is about 2.83 us. Each 
time the calendar current time is advanced, this is called a "tick". As the current time 
moves forward, based on some generated or provided timing reference, the current time 
will pass a connection's scheduled transmit time. These are virtual connections (VC) in 
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FIG. 1. When the current time passes a VC's scheduled time, then a cell from the VC 
will be transmitted, or placed in a transmit queue, and that VC will be rescheduled on the 
calendar for a later time. In FIG. 1 virtual channels (VCl and VC2) are transmitting at 
the same speed while VC3 is at a slower data rate. Thus, as shown in FIG. 1, when the 
current time advances by a "tick" a cell is transmitted [from each VC and that VC is 
scheduled for a later time slot in the calendar] for the VC which his scheduled at that 
time . 

IN THE CLAIMS 

Please cancel issued claims 1 to 12. 
Please add claims 13 to 23 as follows: 

13. A communication system having a plurality of ports with respective data rates, each one 
of said ports being associated with a calendar having a plurality of successive calendar 
time slots for indicating data, or absence thereof, to be transmitted: a pointer pointing to 
one of the time slots: and a calendar clock pulse for effecting transmission of data, in 
accordance with the calendar time slot pointed to bv the pointer, the transmission of data 
being onto the port associated with the calendar, and advancing the p ointer to a next 
calendar time slot, the system comprising: 

means for generating a master clock pulse at a rate greater than or equal to th e highest of 
the respective data rates of the plurahty of ports: and 

means for deriving the calendar clock pulse for each calendar based o n said master clock 
pulse, so as to have a rate not higher than the data rate of the port ass ociated with the 
calendar. 
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14. A communication system as defined in claim 13, wherein said means for generating a 
master clock pulse relies on a clock signal received from the port having the highest data 
rate. 

15. A communication system as defined in claim 14, wherein the rate of the calendar clock 
pulse for each calendar is approximately equal to the date rate of its associated port, 

16. A communication system as defined in claim 15 having means to calculate an increment 
value and a tick threshold value based on the calendar clock pulse and data rate of each 
port and said means for deriving said calendar clock pulse for each calendar based on 
said master clock pulse further has: 

a port counter having means to accumulate said calculated increment value: 

means for generating said calendar clock pulse, if said accumulated increment value is 

lower than said calculated tick threshold value: and 

means for decrementing said port counter by a predetermined decrement value, if said 
accumulated increment value is greater than or equal to said calculated tick threshold 
value. 

17. A communication system as defined in claim 13, wherein said means for generating a 
master clock pulse generates a pulse n times faster than the date rate of the port having 
the highest data rate. 

18. A communication system as defined in claim 17 wherein said means for deriving the 
calendar clock pulse for each calendar based on the master clock pulse further comprises: 
a global counter that is incremented by one unit value for each master clock pulse: and 
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means for generating said calendar clock pulse and subsequently incrementing a port 
counter by a predetermined increment value if a value of said global counter is equal to or 
greater than said port counter. 

19. A method for transmitting data on multiple ports having different data rates, each of said 
ports being associated with a calendar having a pointer pointing to one of a plurality of 
calendar time slots which indicate data, if any, to be transmitted, and a calendar clock 
pulse for triggering the transmission of said data, if any, onto one of said ports and 
thereafter advancing the pointer to a next calendar time slot, the method comprising the 
steps of : 

generating a master clock pulse having a rate that is equal to or greater than the data rate 
of the port having the highest data rate: and 

deriving a calendar clock pulse based on the master clock pulse, such that the rate of 
transmission from the calendar is less than or equal to the data rate of the port associated 
with the calendar. 

20. The method as defined in claim 19 wherein said master clock pulse is derived from the 
data rate of the port having the fastest rate. 

21 . The method as defined in claim 20 wherein the step of deriving a calendar clock pulse 
based on the master clock pulse further comprises: 

incrementing a port counter by a predetermined increment value: 

generating said calendar clock pulse if said port counter has a value lower than a 

predetermined tick threshold: and 
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decrementing said port counter by a predetermined decrement value if said port counter 

has a value greater than or equal to said predetermined tick threshold. 

22. The method as defined in claim 21 wherein said master clock pulse is n times greater 
faster than the data rate of the port having the fastest data rate. 

23. The method as defined in claim 22 wherein said step of deriving a calendar clock pulse 
based on the master clock pulse fiirther comprises the steps of: 

incrementing a global counter by a unit value: and 

generating said calendar clock pulse, if said said global coxmter is greater than or equal to 
a port counter, and subsequently incrementing said port counter bv a predetermined 
increment value. 
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STATUS OF CLAIMS AND SUPPORT FOR CLAIM CHANGES 

(37 CFR 1.173 (c)) 

By this Preliminary Amendment issued claims 1 to 12 have been cancelled and claims 13 
to 23 have been added. 

Support for the added claims are as follows: 

Claim 13 is supported in the patent beginning at column 2 line 46 to column 3 line 10. 

Support for claim 14 is found at column 3 beginning at line 55. 

Support for claim 15 is found at column 4 begirming at line 41 . 

Support for claim 16 is found at column 3 beginning with the paragraph at line 50. 

Claim 17 is supported at colunrn 4 line 46. 

Claim 18 is supported at column 4 line 56. 

Claims 19 through 23 are the method aspects of the system claims 13 through 18 and are 
supported by the sections indicated above. 

Favorable consideration of this reissue application is respectfully requested. 




George M. MacGregor, Reg. No. 37,547 
Marks & Clerk 
P.O. Box 957, Station B 
280 Slater Street, Suite 1800 
Ottawa, Ontario, Canada 
KIP 1C2 
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TIMING REFERENCE FOR SCHEDULING 
DATA TRAFFIC ON MULTIPLE PORTS 

FIELD OF THE INVENTION 

The present invention relates to the scheduling of data 5 
traffic to multiple output ports having different data rates and 
more particularly to the scheduling of such traffic utilizing a 
single timing reference. 

BACKGROUND 

10 

The present invention will be described with reference to 
data traffic management in an asynchronous transfer mode 
(ATM) network for broadband communications but it is to 
be understood that the basic concept disclosed is applicable 
to any data traffic management device which services mul- 15 
tiple output ports having different data transmission rales. 

Asynchronous transfer mode (ATM) is a networking 
technology that provides broadband communications and 
differentiated qualities of service (QoS). The technology, 
which utilizes a fixed length cell, is weU-suited to the 20 
transmission of voice, video and data utilizing both real-time 
and non-real-time service categories. Statistical multiplex- 
ing is used in ATM switches to allow for a high efficiency of 
resource utilization. In order to take advantage of the sta- 
tistical nature of ATM traffic and still ensure some guaran- 25 
teed QoS to network data it is important that the streams of 
ATM data conform to certain specific parameters. These 
parameters and the guaranteed qualities of service make up 
the traffic contract as established by the ATM Traffic Man- 
agement Forum. 30 

In ATM switches it is often useful and/or necessary to 
shape or schedule ATM cells firom various traffic streams. 
This scheduling ensures that the traffic conforms to the 
specified parameters for each particular stream which leads 
to better overall network performance. There are applica- 35 
tions where a shaping entity in an ATM system needs to 
schedule a mixture of traffic which is bound for several 
output ports. Each of these output ports may have a different 
data rate parameter. The requirement to service multiple data 
streams to output ports having different data rates requires or 40 
at least implies that the scheduling entity must adopt a 
different timing reference for each output port. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide systems 45 
and methods for scheduling data traffic onto several ports 
with each port having a different data rate using only a single 
timing reference as an input to the traffic scheduling device. 

In a specific embodiment of the invention the systems and 
methods apply to an ATM communication network. 50 

Therefore, in accordance with a first aspect of the present 
m vent ion, there is provided in a data traffic management 
system having a plurality of output ports for servicing data 
traffic of different data rates and a scheduling device having 
a plurality of data calendars for shaping data traffic destined 55 
for each of said output ports, a single timing reference to 
schedule transmission of data to appropriate output ports. 
The single timing reference comprises timing means to 
generate a clock pulse based on the data rate of the output 
port having the fastest data rate; counter means to continu- 60 
ally count the clock pulses following an initialization event; 
increment means to dynamically compare the accumulated 
number of clock pulses with predetermined increments for 
each calendar based on the data rate assigned thereto; and 
threshold means responsive to inputs from said increment 65 
means to control transmission of data traffic firom each of 
said calendars. 
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In a first embodiment the clock pulse is equal to the data 
rate of the data traffic of the output port having the fastest 
data rate. 

In this embodiment a first-in, first-out buffer is positioned 
in advance of the output port to absorb the bursty nature of 
the calendar output. 

In accordance with a second embodiment the clock pulse 
is *n' times faster than the data rate of the output port having 
the fastest data rate. It is anticipated that 'n* will be at least 
10. 

In accordance with a second aspect of the present inven- 
tion there is provided a method of providing a timing 
reference to a data traffic management system, the system 
having a plurality of output ports each configured to transmit 
data at a different data rate and a scheduling device having 
a calendar for shaping data traffic for dehvery to each of said 
output ports. The method comprises the steps of continually 
generating a clock pulse based on the data rate of the output 
port having the fastest data rate; counting the accumulated 
clock pulses following an initialization event; dynamically 
comparing the accumiilated clock pulses with predetermined 
increment values for each calendar basecj on an assigned 
data rate for each calendar; and controlling transmission of 
data fi-om the calendars firom appropriate output ports in 
response to input signals generated by threshold means 
when the accumulated clock pulses and increment values 
reach a threshold respecting each calendar, 

DESCRIPTION OF THE DRAWINGS 

The invention will now be described in greater detail with 
reference to the attached drawings wherein: 

FIG. 1 represents a simple calendar operation for connec- 
tion scheduling; 

FIG. 2 is a block diagram showing a single timing 
reference according to a first aspect of the invention; and 

FIG. 3 is a block diagram of a timing reference input 
according to a second embodiment. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The basic concept of calendar-based scheduling is illus- 
trated in FIG, 1. Calendar scheduling is used in ATM 
applications to decide when to transmit a cell fi"om a given 
connection. This scheduling is directly applicable to a shap- 
ing function. Time is generally referenced in cell times 
where one cell time is the time firom when the first bit of one 
cell passes a reference point imtil the time when the first bit 
of the next cell passes the reference point. As an example, 
one cell time on an OC3 link is about 2.83 us. Each time the 
calendar current time is advanced, this is called a "tick". As 
the current time moves forward, based on some generated or 
provided timing reference, the current time will pass a 
connection's scheduled transmit time. These are virtual 
connections (VQ in FIG. 1. When the current time passes a 
VC's scheduled time, then a cell from that VC will be 
transmitted, or placed in a transmit queue, and that VC will 
be rescheduled on the calendar for a later time. In FIG. 1 
virtual channels (VCl and VC2) are transmitting at the same 
speed while VC3 is at a slower data rate. Thus, as shown in 
FIG. 1, when the current time advances by a "tick" a cell is 
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transmitted from each VC and that VC is rescheduled for a 

later time slot in the calendar. 



If a scheduling device is scheduling for several output ^*^for~erc^ra?ifdar 



next 

Servicc_Tick_End 



ports, then a calendar will exist for each port. It is within the Counter - Counter + rick_lncrcmcnt 

scope of the present invention to have a physical calendar for ^ ^ Counter >- No_Tici:;_Threshoid 

each port or a system which uses a single calendar to Counter - Counter - No.Tick.-nx 

emulate the operation of multiple calendars. For each of the tick the calendar & send a cell 

calendars, the cell time may be different because the data eadif 
rate of each port may be different. 

The difference in cell times means that the current time — 
marker/indicator for each calendar will be moved forward at 

a diffcrcnl rale. For example the data rate of ATM cells on , ^'''^'Jf 'h m"" x^l'^T^'^'f .l^'-nl'^"^ 

r^r^-y i • i • rt > / i. • u . - Increment will be zero and No_Tick_Threshold will be set 

an OC3 Imk is 149.76 Mb/s which means that one cell time * -n, i n *i- * *u i j ■ ^- i j 

. ^ ^ . . to one. These values will ensure that the calendar is ticked 

IS 2.83 us. On a DS3 link (Direct Mapped), the data rate is 15 for every Master CeU Tick. 

44.21 Mb/s which means that one cell time is 9.59 us. For all the other calendars which are servicing ports that 

Consequently, a calendar that services an OC3 link would are slower than the reference provided by Master Cell Tick, 

step the current time marker forward once every 2,83 us values for Tick_Increment and No_Tick_Threshold must 

while a calendar that services a DS3 link (Direct Mapped) be chosen in a manner that ensures that the calendar is 

would step the current time marker forward once every 9.59 20 occasionally not ticked when a Master Cell Tick occurs. 

Thus, for every Master Cell Tick, one calendar (the fastest 

The present invention provides two separate embodi- P°'? ^ 'if'^ *f. other calendars wiU go through a 

_ 1 ^ * _ J *u J r • -1 cycle that looks like: tick-tick-tick-tick-no tick-tick-tick- 

ments relatmg to systems and methods for using a smgle *• 1 ^* , 1 -m.- - 1 « ^- 1 » t. cr . r 

, , , , „ , . - * , . tick-tick-no tick. This occasional no tick has the effect of 

toe source to schedule traffic onto multiple ports wherein i^^^^ng the effective rate at which the calendar is being 

the data rate of each port is different. ticked 

The first embodiment is shown in a block diagram of FIG, Given the port rate for the fastest port and the rate of the 

2. As shown a plurality of output ports, 12, 14, 16, are shown port that a particular calendar is servicing, appropriate 

and further identified as port 1, port 2 and port n. Each port values for 'nck__lDcrement and No„Tick_Threshold can be 

includes a FIFO 18 for queuing and transcMttir^ data traflSc 30 chosen so that the effective cell rate out of the calendar 

according to the data rate of the particular port. Each port scheduHng is equal to the cell rate of that port. The values 

continuously monitors the data rate of the data being trans- tised for all the calendar parameters should be in a repre- 

mitted therefrom and this data rate information is provided sentation that supports fractional values for better accuracy, 

to Clock Selection Device 20 via lines 22. Clock Selection ^^^^ ^^^^^^ ^^^^y nature 

Device 20 monitors each of the data rates and selects the of the calendar ser>^cing created by this method, 

j,^,,. T^^.j In this manner, all calendars (that may service ports with 

fastest rate to provide a master clock pulse to Data Sched- ^.^^^^^^ effectively licked at their appropriate 

uhng Device 24, As shown m FIG. 2 Scheduling Device 24 ,^te using only the single timing input called Master CeU 

mcludes calendars 26, 28 and 30 wherem each calendar Tick. A given calendar will be ticked several times at the 

shapes data traffic for port 1, port 2 and port n respectively. 4^ fastest rate, and then pause for a lick, and then tick again at 

For every clock event received by the Scheduling Device the fastest rate, and then pause for a tick, and so on. 

24 a decision must be made for each calendar as to whether Th^ second embodiment of the present invention is shown 

that calendar should be "ticked" or advanced. To decide ^ ^- this embodiment the same output ports 12, 14 

whether to advance each of the calendars a counter, an ^^^^ illustrated. In this embodiment, 

A *u u A - J T- u 45 however, the Clock Selection Device is not used but rather 

mcrement device, and a threshold device are used. Each * V^i 1 ^-^ u - * r . .t. .t. n . 

1 J t. r 11 • t • J - a Master Clock 42 which is *n times faster than the cell rate 

calendar has the tollowing values associated with it: r *i. ^ • - j j * i. j t j • 

^ of the fastest output port IS provided to schedulmg device 24. 

o\ x-^b"^T^' ^ preferred embodiment the value of n is 10 or more. As 

?^ M example, if the fastest ceU rate is 100,000 ceUs per 

, 50 second, then the Master Clock Rate would be 1 Mhz or 

The Counter is mitialized to zero and the other two 1,000,000 clocks per second, 

parameters are initialized to specific values that are calcu- The Master Oock is used to decide when to tick (and thus 

lated based on the port speed associated with the calendar send a cell) each of the calendars managed by the scheduling 

and also on the port speed of the fastest port. This is device. In essence, each calendar wiU be scheduled by using 

necessary since the fastest port provides the Master CeU 55 the Master Clock and two per-calendar parameters. A - 

Tick 32. counter that may be called Global Time is incremented by 

Whenever a Master Cell Tick occurs each calendar will ^^^^ Master Clock event. Thus, Global Time will 

add Tick„Increment to the Counter. As long as the Counter continually increment at a rate at least 10 times faster than 

is less than the No_Tick_Threshold then the calendar is ^V^^} '^f P°'^-. , • . ^ -.u 

, , , „ . , AO Each calendar has the foUowmg values associated With It: 

ticked and a cell is sent to the port associated with the " . , , 

li Increment 

Counter. When the Counter is greater than or equal to the ^ Next lick Time 

No_Tick Threshold then the value of Counter is decre- The Global Count^fs initiahzed to zero and Next_Tick_ 

mented by the value of No_Tick_Threshold and the cal- Time for each calendar is set equal to its calendar Increment, 

endar is not ticked. 65 every Master Clock event, the Global Time value wUl 

The following is a pseudo-code that illustrates the algo- increase. Each calendar will then compare its Next_Tick_ 

rithm described above: Time to the Global Time. If the Global Time has passed the 
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Next_„'nck_Time, then that particular calendar must be 
ticked. The Next_Tick_'nme will then be incremented by 
the Increment, which essentially schedules the calendar 
again for some time in the future. The Increment for each 
calendar is chosen based on the rate of the Master Clock and 
the rate of the port that the calendar services. Each calendar 
Increment can be chosen so that the calendar is ticked at the 
cell rate of the port. 

Here is some pseudo-code that illustrates the algorithm 
described above: 



Service_Master_Clock_Eveiit_Begin: 
GlobaLUmc - Globanime + 1 
for each calendar 
if Global_Time >- Nc3rt_'nck_Hmc 
tick the calendar & send a cell 
Next^Tick^Tlme - Next^Uck^Tune + Increment 
cndif 
next 

Seivice__Master_CIock_Event_JEad 
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\Vith this method, all the calendars servicing ports with 
different data rates can be ticked at their appropriate cell rate, 
using only the single input timing reference- 
While particular embodiments of the invention have been 
described and illustrated it will be apparent to one skilled in 
the art that still other variations to the basic concept can be 
implemented. It is to be understood that such variations will 
also fall within the scope of the invention as defined by the 
appended claims. 
We claim: 

1. In a data trafiBc management system having a plurality 
of output ports for servicing data traflSc of different data rates 
and a scheduling device having a plurality of data calendars 
for shaping data trafiBc destined for each of said output ports, 
a single timing reference to schedule transmission of data to 
appropriate output ports comprising: 

timing means to generate a clock pulse based on the data 
rate of the output port having the fastest data rate; 

counter means to continually count the clock pulses 
following an initialization event; 

increment means to dynanucally compare the accumu- 
lated number of clock pulses with predetermined incre- 
ments for each calendar based on the data rate assigned 
thereto; and 

threshold means responsive to inputs from said increment 
means to control transmission of data traffic from each 
of said calendars. 

2. A timing reference as defined in claim 1 wherein said 
clock pulse is equal to the data rate of the data trafiSc of the 
output port having the fastest data rate. 

3. A timing reference as defined in claim 2 wherein said 
threshold means controls said calendar means to prevent 
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transmission of data trafiSc in response to an input from said 
increment means. 

4. A timing reference as defined in claim 1 further 
comprising a first-in first-out buffer between said calendars 
and said output ports. 

5. A timing reference as defined in claim 1 wherein an 
input from said increment means causes said counter means 
to be re-initialized. 

6. A timing reference as defined in claim 1 wherein said 
clock pulse is n times faster than the data rate of the output 
port having the fastest data rate. 

7. A timing reference as defined in claim 6 wherein said 
threshold means controls said calendar means to transmit 
data traflBc in response to an input from said increment 
means. 

8. A timing reference as defined in claim 7 wherein said 
clock pulse is at least 10 times faster than the data rate of the 
fastest output port. 

9. A method of providing a timing reference to a data 
traffic management system, the system having a plurality of 
output ports each configured to transmit data at a different 
data rate and a scheduling system having a calendar for 
shaping data traffic for delivery to each of said output ports, 
the method comprising: 

continually generating a clock pulse based on the data rate 
of the output port having the fastest data rate; 

counting the accumulated clock pulses following an ini- 
tialization event; 

dynamically comparing the accumulated clock pulses 
with predetermined increment values for each calendar 
based on an assigned data rate for each calendar; and 

controlling transmission of data from said calendars to 
appropriate output ports in response to the accumulated 
clock generated by threshold means when the accumu- 
lated clock pulses and increment value reaching a 
threshold respecting each calendar 

10. A method as defined in claim 9 wherein the clock 
pulse equals the fastest data rate and the data transmitted 
from the output ports is controlled such that no data is 
transmitted in response to an input signal. 

11. A method as defined in claim 9 wherein the clock pulse 
rate is *n' times faster than the fastest data rate and the data 
transmitted from the output port is controlled such that data 
is transmitted in response to an input signal. 

12. A method as defined in claim 11 wherein *n* is at least 
10. 
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As a below named inventor, 1 hereby declare that: 

My residence, post office address and citizenship are stated below next to my name. 

I believe I am the original, first and sole inventor (if only one name is listed below) or an original, first 

and joint inventor (if plural names are listed below) of the subject matter which is described and claimed 

in patent number 5.818.839 . granted Or i-nhpr 6, 1998 , and for which a 

reissue patent is sought on the invention entitled TTMTKfz p -r-kt^prnpf ttq-r grpfFnuTTNO DATA 

TRAFFIC ON MULTIPLE PORTS . 

the specification of which 

El is attached hereto. 

[~| was filed on „_„ as reissue application number / 

and was amended on ■ 

(if applicable) 

I have reviewed and understand the contents of the above identified specification, including the claims, 
as amended by any amendment referred to above. 

1 acknowledge the duty to disclose information which is material to patentability as defined m 
37CFR1,56. 

i verily believe the original patent to be wholly or partly inoperative or invalid, for the reasons described 
below. (Check all boxes that apply.) 

pn by reason of a defective specification or drawing. 

by reason of the patentee claiming more or less than he had the right to claim in the patent. 
|~| by reason of other errors. 

At least one error upon which reissue is based is described as follows: 



The specification in the issued patent is defective at column 3, line 1 in that a cell is 
transmitted from the VC which is scheduled at that time and the statement "that VC is 
rescheduled for a later time slot in the calendar" is in error. 

Additionally the patentee claimed less than he had the right to claim in the patent. 
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